
Active Lighting Manager  Series ™

‘Ready to Go’ lighting supervisors for DALI lighting systems

Active Lighting Manager™ comprises a range of 
embedded lighting supervisors designed to provide 
cost-effective fault monitoring, reporting, and 
emergency light testing, for DALI lighting 
installations. 

It offers the benefits of a full BMS or PC supervisor, 
at an attractive price and with minimal set-up.

Active Lighting Manager uses open-protocol 
BACnet/IP to monitor lighting installations based 
on Calon SmartBridge™ lighting controllers.  It 
auto-detects active SmartBridge controllers and 
continuously monitors for lamp and sensor faults, 
including emergency lighting faults.

SmartBridge DALI lighting controllers are installed 
and commissioned as normal, with a defined range 
of BACnet instances.  These are automatically 
recognised by Active Lighting Managerand all the 
relevant name, location and configuration data is 
imported from each controller without the need for 
any manual setup.

A dashboard provides an overview of system status, 
while allowing the user to interrogate the system to 
retrieve additional levels of detail.

An inbuilt scheduler allows different groups of 
emergency lamps to be tested at configurable times, 
with both function and duration tests supported.  In 
addition to the monitoring and diagnostic screens, 
details of faults are sent by e-mail to selected users.  
Faults are also recorded and displayed in an alarm 
log which can be uploaded to a BMS system or PC to 
provide a permanent record.

Three versions are available: Model V20 is a glass 
touch screens supporting 20 DALI channels,  while 
Models R5 and X50 provides a DIN-rail mounted 
supervisor for up to 5 or 50 DALI channels, 
respectively.. All versions feature automated 
emergency light testing and reporting.

Benefits

§ Cost effective lighting supervisor 

§ Auto-detects lighting controllers and extracts 
relevant configuration, name and location data 
for rapid deployment without complex setup.

§ Reliable embedded system: no central PC

§ High quality capacitive glass touch screen for a 
great user experience, or via web interface

§ Fault and Alarm log with automatic fault 
reporting via e-mail

§ Scheduled emergency light testing with up to 8 
emergency test groups.

§ Function and duration tests of DALI emergency 
fittings.

§ Extendable interface can be customised to cover 
other lighting  management functions, e.g. scene 

[1]setting, time-scheduled events, etc.

§ Can be integrated with all major BMS systems for 
monitoring of larger installations.

Simplifying Controls



Active Lighting Manager™ is available in the 
following versions: 

449072T

7 inch glass colour touch screen, detailed monitoring and 
fault reporting plus emergency testing for up to 20 
SmartBridge PoE DALI Lighting controllers, full integration 
to BMS.   

449055C

DIN rail module,  monitoring and fault reporting plus 
emergency testing for up to 5 SmartBridge PoE DALI 
Lighting controllers.    

449005A

DIN rail module,  monitoring and fault reporting plus 
emergency testing for up to 50 SmartBridge PoE DALI 
Lighting controllers. 

449015F
Packaged appliance,  ALM X50 housed in steel enclosure 
with battery-backed power supply, Min. 36 hour backup.

  

Active Lighting Manager V20

Active Lighting Manager R5

Active Lighting Manager X50

            
Active Lighting Manager X50 Plus
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Typical Application Schematic

Active Lighting Manager
Colour Touch Screen
Wall or Panel Mounted

System Monitoring
Emergency Test & Reporting
Parameter Adjustment
Time Scheduling
Scene Set / Adjustment
End User interface
Firewall to Client’s IT
E-mail alarms

MAINS IN MAINS IN MAINS IN MAINS IN

TO SITE BMSCLIENT NETWORK

DALI LIGHTING BUS

KEY:

SITE BUILDING SVCS NETWORK

CLIENT IT NETWORK (Via Firewall)

MAINS SUPPLY

24V DC SUPPLY

52V DC SUPPLY (Internal)

PoE Ethernet Switch PoE Ethernet SwitchPoE Ethernet Switch

BACnet/IP Interface to data points
OPC interface to Alarm logs

Web interface for system config

Web interface to schedules,
scene set & recall, adjustments

SmartBridge PoE
DALI lighting controllers
Up to 8 per panel
with PoE Ethernet switch

Each SmartBridge PoE
manages, controls & monitors
one DALI lighting channel of
up to 64 lamps plus sensors, etc.

PSU

Active Lighting Manager X50 Supervisor Appliance

Feature Comparison by Model
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No of. DALI channels monitored: 20 5 50

Form Factor: Wallmount DIN rail DIN rail

Emergency Testing (no. of Groups):

Manual / Scheduled 8 3 3

Alarm Screen:

 Online /offline Y Y Y

Lamp Faults Y Y Y

Emergency Lamp Faults Y Y Y

Sensor Faults Y Y Y

Duration Test Start Y Y Y

Function test start Y Y Y

Alarm log:

Short-term alarm log on-screen Y Y [1] Y [1]

Historical Alarm log Y Y

Upload historical log to PC Y [2] Y [3] Y [3]

E-mail Y Y

Alarm Notification:

Email, selectable on alarm type Y Y Y

Detailed diagnostics screen:

Detailed device status Y

Direct Lighting control:

Group control / Scene Control Y

Day / Night (Sleep) control, scheduled Y Y Y

Day / Night (Sleep) control, manual Y Y Y

Remote access via phone/tablet/pc: Full Full Full

Integration to L-Web 900 BMS: Full Limited [4] Limited [4]
Notes:

[1]

[2]

[3]

[4]

 Via remote access (no screen on device)

 To L-Web 900 BMS Only

 Requires additional software

 No access to detailed diagnostics

Simplifying Controls
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